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Architectural Standards



Conceptview from U.S. Alternate 40



Conceptview looking North



Side concept view looking Northeast



Concept view looking South



Concept view looking North



East to West view



Concept view from rear of Commercial Building



Concept view from Manda Drive



Primary Brick: Commercial Building & Planters



Brick Planters



Brick Mortar – Lehigh Cement



Englert Metal Roof: Commercial Building, 
Retail Buildings, Gazebo



EIFS – as manufactured by Total Wall Stucco
Field Color: Beach Sand / Trim Color: Total White

Total White 

#3280

EIFS Finish Detail: Sandpebble Fine (as depicted in Total White #3280)



Retaining Wall: Nicolock Oyster Blend
220’ Long, 5 ½’ Tall



Retaining Wall: Length 220’
Retaining Wall: Height 5 ½’

Span of Marquee Lettering: 70’
Each Letter: 2’

Color: Powder Coated Galvalume



Lighting Specifications for Signage

5-fixtures - 4’ back from the sign, 8’ in from each end, 16’ apart. Each fixture mounted to 
a rocket style black plastic base RAB MP19B with 1/2” adjustable knuckle embedded in 

concrete formed by a 12” sona tube so they don’t break off during mowings.



Pavers: Nicolock Oyster Blend: Gazebo Floor & Courtyard / Spline



Gazebo Specifications



Gazebo 
Columns & 

Rail

Commercial & 
Retail Building 

Columns


