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YOU MUST NOTIFY FREDERICK CJJL%NE%&%EOJQ*E;TAL COMPLIANCE 301.600.3507 AND Middletown Elementary School Trip Generation Summary M | D D LETOWN M ARY L AN D 2 17 69 :
CITY OF FREDERICK ENGINEERING AT (301) 600—1405 BEFORE 9:00 AM, 24 HOURS BEFORE Elementary School AM Peak Hour School PM|Peak Hour | PM Peak Hour y 110 Thomas Johnson Dr., Frederick, MD 21702
THE REQUIRED INSPECTION. FAILURE TO NOTIFY THIS OFFICE WILL RESULT IN A STOP WORK Size IN OUT | TOTAL | IN [ OUT | TOTAL IN OUT [ TOTAL ] 240.586.8455
ORDER OR OTHER PENALTIES AS OUTLINED IN FREDERICK CITY CODES. Existing | 440 Students 121 | 120 | 241 79 [ 92 171 32 1 38 |70 TAX MAP:065B TAX MAP:055H Mlddletown Elementary
Future 523 Students | 141 140 | 281 92 | 106 198 38 45 83 L of o
TYPE OF INSPECTION MISC. COMMENTS/INITIALS . . 3 .
/ Net Increase 20 | 20 | 40 13 | 14 | 27 6 |7 [13 GRID:11 GRID:23 PROJECT DESCRIPTION: (oY School and Middle
1) PRE—CONSTRUCTION
L] L] @4\' FOXFIELD T
i i i i 2 ) » ° w MIDDLETOWN
2) COMPLETION OF SEDIMENT CONTROL MEASURES Middletown Middle School Trip Generation Summary PARCEL:0730 PARCEL:0680 THIS PROJECT INVOLVES THE 4 ] AN SChOOl Replacement
(IF USING BASIN SEE #6 BELOW) Middle Schoo! AM Peak Hour Schpol PM|Peak Hour [ PM Peak Hour CONSTRUCTION OF A NEW CO-LOCATED . e S N PSC # L10FOBSFY24.25.26
Size IN OUT | TOTAL [ IN | OUT TOTAL IN OUT | TOTAL MIDDLE AND ELEMENTARY SCHOOL AND i FOXFIELD /e .- oo - o
3) PRIOR TO MODIFICATION OR REMOVAL OF SEDIMENT CONTROL Existing 788 Students | 328 | 262 | 590 82 | 138 220 62 40 102 ASSOCIATED PARKING LOTS, BUS LOOP & MIDDLETOWN $ 4% P b A \%,,P:;,,l \
4) INFILTRATION SYSTEMS Future 839 Students | 344 | 274 | 618 87 | 146 | 233 66 | 43 | 109 AND PLAY FIELDS. IN ADDITION THE LE N S0 SR 7/ R s
A. SITE READINESS PER SEQUENCE OF CONSTRUCTION Net Increase 16 112 |28 5 [8 13 4 3 7 EXISTING MIDDLE AND ELEMENTARY A po S o % | /
B. INFILTRATION AREA PROTECTED FROM SEDIMENTATION SCHOOLS WILL BE DEMOLISHED AS o & -
C. DIMENSIONS PART OF THIS PROJECT. SOILS MAP VICINITY MAP C ANVON)ESIGN
D- PILTERING MATERIAL (TYPE/DEPTH) DRAWING INDEX SCALE: 1"=1000’ SCALE: 1"=1200’
F. SIZE, PLACEMENT, TYPE OF PIPING (IF APPLICABLE) SHEET SHEET SHEET SHEET SHEET MIDDLETOWN MAP NO. C9A 250 West Pratt Street Suite 2100
o QOVER /STABILIZATION NUMBER SHEET NAME NUMBER SHEET NAME NUMBER SHEET NAME NUMBER SHEET NAME NUMBER SHEET NAME PUBLISHED 2017 Baltimore, MD 21201
5) OPEN CHANNEL FLOW ATTENUATION C-0 CIVIL COVER SHEET C-2CB | EROSION & SEDIMENT PLAN PHASE 3 C-2FE | SEDIMENT BASIN 1 DETAILS C-4F STORM PROFILES C-5C SIGNAGE & MARKING PLAN-3 FCPS HAS ENTERED INTO A MOU FOR THE IMPROVEMENTS P:410.234.1155
A. SITE READINESS PER SEQUENCE OF CONSTRUCTION C-1 EXISTING CONDITIONS C-2CC | EROSION & SEDIMENT PLAN PHASE 3 C-2FF SEDIMENT TRAP 2 DETAILS C-4G STORM PROFILES C-5D SIGNAGE & MARKING PLAN-4 &C_} ?gggngﬁPls?BR\EEEJEN¢NVBIL:_I\IBEER?:’EECR-II-JggaE [)THSNSE?G:I R
C. MATERIAL (TYPE /SIZE) C-1A OVERALL DEMOLITION PLAN C-2CD EROSION & SEDIMENT PLAN PHASE 3 C-2FG SEDIMENT TRAP 3 DETAILS C-4H STORM PROFILES C-5E SIGNAGE & MARKING PLAN-5 SEPERATE IMPROVEMENT PLAN TO BE REVIEWED AND
D. STABILIZATION C-1B DETAILED DEMO PLAN C-2CE | EROSION & SEDIMENT PLAN PHASE 3 C-2FH | SEDIMENT TRAP 4 DETAILS C-4J SANITARY PROFILES C-5F PLAYGROUND STRIPING APPROVED BY THE TOWN. www.cannondesign.com
6) RETENTION/DETENTION STRUCTURES (BASINS/PONDS) C-1C DETAILED DEMO PLAN C-2CF EROSION & SEDIMENT PLAN PHASE 3 C-2F] SEDIMENT TRAP 5 DETAILS C-4K WATER PROFILES E0002.1] SITE PLAN LIGHTING CALCULATIONS FOREST CONSERVATION SURETIES ARE HELD .
A. SUBGRADE PREPERATION BY AN FCPS BOND THAT THEY WILL HOLD i o
1. CORE TRENCH C-1D DETAILED DEMO PLAN C-2DA OVERALL EROSION & SEDIMENT PLAN PHASE 4 C-3 OVERALL SITE PLAN C-A4L SWM DETAILS E0002.24 SITE LIGHTING FIXTURE SCHEDULE AND DETAILS OVER THE CONSTRUCTION CONTRACTOR Architect
2. SUITABLE MATERIAL/COMPACTION . 250 West Pratt Street, Suite 2100
B. EMBANKMENT CONSTRUCTION C-1E DETAILED DEMO PLAN C-2DB EROSION & SEDIMENT PLAN PHASE 4 C-3A DETAILED SITE PLAN C-4M SWM 1 & 2 DETAILS P0304 PLUMBING DETAILS ALL STORM DRAIN. SANITARY SEWER AND Baltimore, MD 21201
; SUTABLE MATERIAL/COMPACTION C-1F DETAILED DEMO PLAN C-2DC | EROSION & SEDIMENT PLAN PHASE 4 C-3B DETAILED SITE PLAN C-4N SWM 3 & 4 DETAILS L-1.0 FINAL FOREST CONSERVATION PLAN WATERLINE ON—SITE AFTER THE MONITORING 410.234.1155
c BA%REWEA%%OQISSER ASSEMBLY C-2AA OVERALL EROSION & SEDIMENT PLAN PHASE 1 C-2DD EROSION & SEDIMENT PLAN PHASE 4 C-3C DETAILED SITE PLAN C-4P SWM 5 & 6 DETAILS L-1.1 FINAL FOREST CONSERVATION PLAN MQII\II\I':‘%%IEESRBQAE'ITIEER I;/éAFEJSLT WILL BE OWNED AND ADTEK Engineers
" 1. CORRECT MATERIAL ONSITE C-2AB EROSION & SEDIMENT PLAN PHASE 1 C-2DE EROSION & SEDIMENT PLAN PHASE 4 C-3D DETAILED SITE PLAN C-4Q SWM 7 & 8 DETAILS L-1.2 FINAL FOREST CONSERVATION PLAN TY N F 150 Soutk?liz\/gsltzggt]riggterSuite 201
L ANTCSEEP COLLARS C-2AC | EROSION & SEDIMENT PLAN PHASE 1 C-2DF | EROSION & SEDIMENT PLAN PHASE 4 C-3E DETAILED SITE PLAN C-4R SWM 9 & 10 DETAILS L-1.3 FINAL FOREST CONSERVATION PLAN UTILI v QIETYQ% Frederick, MD 21701
& éﬁ;‘g,:é%‘};%@%%i oNLY) C-2AD | EROSION & SEDIMENT PLAN PHASE 1 C-2EA | OVERALL EROSION & SEDIMENT PLAN PHASE 5 C-3F SITE DETAILS C-4S SWM 11 & 12 DETAILS L-2.0 LANDSCAPE PLANTING PLAN-OVERALL PROPERTY SECONDARY UTILI ORK 301.662.4408
o, ol NSTALLATION /BACKFILL /COMPACTION C-2AE | EROSION & SEDIMENT PLAN PHASE 1 C-2EB | EROSION & SEDIMENT PLAN PHASE 5 C-3G SITE DETAILS C-4T SWM 13 & 14 DETAILS L-2.1 LANDSCAPE PLANTING PLAN A. éb‘bHD'%UﬁEgﬁgE C';\Rl’acl’_“é’ S&Eg'#g@'?é AlélT_"E-'TY S Norton Land Design
. , , L Architect
1. FOOTER DIMENSIONS C-2AF | EROSION & SEDIMENT PLAN PHASE 1 C-2EC | EROSION & SEDIMENT PLAN PHASE 5 C-3H SITE DETAILS C-4U SWM 15 & 16 DETAILS L-2.2 LANDSCAPE PLANTING PLAN T.V. CABLE, ETC. WILL BE SUBCONTRACTORS 5146 Dorsey Hall Drive, 2nd Floor
2. REINFORCING MATERIAL (TYPE, SIZE, PLACEMENT) C-2BA | OVERALL EROSION & SEDIMENT PLAN PHASE 2 C-2ED | EROSION & SEDIMENT PLAN PHASE 5 C-3J SITE DETAILS C-4V SWM 17 & 18 DETAILS L-2.3 LANDSCAPE PLANTING PLAN RESPONSIBILITY TO BRING WORK AREA BACK Ellicott City, MD 21042
> JER POUR/MATERIAL/SLUMP TEST TO GRADE LEVEL THAT WAS EXISTING AND 443.542.9199
£ el ORM STRIE AND FINISHING C-2BB | EROSION & SEDIMENT PLAN PHASE 2 C-2EE | EROSION & SEDIMENT PLAN PHASE 5 C-4 OVERALL GRADING & SWM PLAN C-4W | SWM 19 & 21 DETAILS L-2.4 LANDSCAPE PLANTING NOTES & DETAILS SFED AND MULCH AND DISTURBANCE FROM
12. IB%VJIAF%E%\{JNgHéAé\leglés/STABILIZATION C-2BC EROSION & SEDIMENT PLAN PHASE 2 C-2EF EROSION & SEDIMENT PLAN PHASE 5 C-4A DETAILED GRADING & SWM PLAN C-4X SWM 20 DETAILS L-2.5 LANDSCAPE PLANTING NOTES AND DETAILS INSTALLATION OF LINES OR CONDUIT. St?ue::r;S%T[E)ﬁz:g:er
3. EMERGENCY SPILLWAY C-2BD EROSION & SEDIMENT PLAN PHASE 2 C-2FA E&S CONTROL DETAILS C-4B DETAILED GRADING & SWM PLAN Cc-4y STORMTRAP DETAILS L-2.6 STORMWATER PLANTING PLAN B. SUB CONTRACTOR WILL BE RESPONSIBLE FOR 50 Foun]}?ilrm Plaza, Suite 200
F. OUTFALL AREA (LEVEL SPREADER. RIPRAP CHANNEL, ETC.) C-2BE | EROSION & SEDIMENT PLAN PHASE 2 C-2FB | E&S CONTROL DETAILS C-4C_ | DETAILED GRADING & SWM PLAN C-47 STORMTRAP DETAILS A0052 | EXTERIOR SIGNAGE RE—INSTALLING OR REPAIRING ANY SILT 73 6800
G. VEGETATIVE STABILIZATION ' ) i j i j _ FENCE OR SEDIMENT CONTROLS THAT WERE
H MISCELL ANEOUS C-2BF EROSION & SEDIMENT PLAN PHASE 2 C-2FC E&S CONTROL NOTES C-4D DETAILED GRADING & SWM PLAN C-5A SIGNAGE & MARKING PLAN-1 A0053 EXTERIOR SIGNAGE EXISTING TO MAINTAIN PROPER SEDIMENT BKM
C-2CA OVERALL EROSION & SEDIMENT PLAN PHASE 3 C-2FD TEMPORARY STORM PROFILES C-4E DETAILED GRADING & SWM PLAN C-5B SIGNAGE & MARKING PLAN-2 A0054 EXTERIOR SIGNAGE CONTROL THAT MIGHT HAVE BEEN DAMAGED. MEP Engineer
THIS LIST IS FOR SEQUENCE OF CONSTRUCTION ONLY. THIS OFFICE ASSUMES NO 6300 Blair Hill Lane, Suite 400
RESPONSIBILITY OR LIABILITY FOR IMPROPER INSTALLATION OF ANY ITEM ON THIS GENERAL NOTES FOR UTILITY WORK ONLY OR Baltimore, MD, 21209
CHECKLIST. JSESSE%HggRREggmngD%JHR'}TCJQRESO:}-«ESSPS&?:%NsENGlNEER BE 5. EXCAVATION WITHIN A COUNTY ROAD RIGHT—OF—WAY WILL NOT BE ALLOWED WITHOUT OBTAINING A WHC COPPER SHALL BE BEDDED IN NATURAL SAND (NO LIMESTONE SAND). CURBBOXES SHALL BE SET AT OFF=SITE_UTILITY WORK 410.323.0600
) 1. ALL CONSTRUCTION MATERIALS AND METHODS TO BE IN ACCORDANCE WITH MARYLAND S.H.A. PERMIT FROM THE FREDERICK COUNTY DIVISION OF HIGHWAY OPERATIONS FOR THE INSTALLATION OF A MAXIMUM OF 2—FEET INSIDE THE PROPERTY LINE. 18 TO 24 INCH PIGTAILS SHALL BE PROVIDED ON THE
STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS, AND LATEST EDITIONS AS AMENDED, UTILITIES, STORM DRAINS, ETC. TELEPHONE IS 301-600-1564. gglJJGSEoglIDTiEOIEg'T:*gEgUSEYSggPéER*TEOE\;*E% %SHSAEEWLLTE%%SE %%%%EDSE\QIVT'&QNAQQA&T%N%N%E 1. DISTURBANCE OUTSIDE OF LOD CANNOT EXCEED Culinary Advisors
JULY 2008, OR TOWN OF MIDDLETOWN STANDARDS AND AS SHOWN IN THE CONTRACT DOCUMENTS. 6. EXISTING UTILITIES ARE SHOWN FROM THE BEST AVAILABLE RECORDS. THE CONTRACTOR SHALL TEST CONTRACTOR SHALL CONNECT TO SERVICE PIPE WITH THE APPROPRIATE CONNECTOR. 5000 SQUARE FEET. Zoo'zoggfﬁgﬂcsoad
. BUILDING SIZE: PERFORMING ANY WORK. ANY UTILITY, WHETHER SHOWN OR NOT, THAT IS DAMAGED BY THE FINAL TIE-IN OF THE NEW WATERLINE SHALL BE VISUALLY INSPECTED BY THE TOWN. PROVIDE DUCTILE '
_ e zonemds gcs)gggﬂjégo% %A%g sgghjé_éPONs ARE FOLLOWED DURING THE CONSTRUCTION ACTIVITIES CONTRACTOR ‘SHALL BE REPAIRED. IMMEDIATELY. AT NO EXPENSE To  THE OWNER. SHOULD THE O R e 1 S LEVES. 2. PLACE ALL EXCAVATED MATERIAL ON HIGH SIDE 301.367.1984
FRONT SETBACK: 50' Ly sseer o ' SOUTACTon DECos, DRCTANCES SENERL T S 0 s St T s oF TReNH
- : : ' . : . . . . —1/2" Wright Engineeri
—  SIDE SETBACK: 15’ LEVEL 2: 91,616  GSF % CONSTRUCTION. INGLUDING, BUT NOT LMITED 10 THE CONTRACTOR'S UTILIZATION OF MEN, MATERIALS, D e U THORIZATION, OF one OWNER, THEN THE CONTRACTOR ASSUMES THE RESPONSIBILITY A SASTMENT RISE T(S‘ﬁu';émHAELuE;HS%E)T. 70 1/2" BELOW BINDER ELEVATION. FINAL: USE 1172 3. ONLY DO AS MUCH WORK AS CAN BE DONE IN Technorll(?gy/Sencgl;::g/elrElr?;neer
— REAR SETBACK: 50’ LEVEL 3 39,433  GSF EQUIPMENT OR SAFETY MEASURE IN THE PERFORMANCE OF ANY WORK FOR THIS CONSTRUCTION. THE : ONE DAY SO BACKFILLING, FINAL GRADING, 853 Ripple Stream Court
FOR STRUCTURES OVER 25’ THE SETBACKS CONTRACTOR ASSUMES ALL RESPONSIBILITY FOR PERFORMING THE WORK CORRECTLY AND IN 7. ANY NECESSARY ADJUSTMENTS TO EXISTING MANHOLES. VALVE BOXES. ETC.. ARE TO BE DONE SO BY FIRE HYDRANTS MUST BE SAFETY RED FROM THE FACTORY. FIELD PAINTING IS NOT ACCEPTABLE. SEEDING AND MULCHING CAN OCCUR. Joppa, MD 21085
TOTAL: 184,710 CONFORMANCE WITH ALL FEDERAL, STATE AND LOCAL CODE AND/OR REGULATORY REQUIREMENTS. THE CONTRACTOR. THE CONTRACTOR IS RESPONSIBLE F’OR REMOVING AND R,EPLACING ANY EXISTING 410.877.6297
ARE 2.5X THE HEIGHT OF THE BUILDING. ALL SERVICES MUST BE VISUALLY INSPECTED BY THE TOWN. THE CONTRACTOR SHALL MEASURE ALL
' FENCES, DRIVEWAYS, SIGNS, DRAINAGE PIPES, MAILBOXES, SHRUBS, TREES, ETC. DAMAGED OR SERVICE LINES FROM THE CORPORATION STOP TO THE CURB STOP AND THE CURB STOP TO 2 4. ANY SEDIMENT CONTROL MEASURES DISTURBED BY
SINCE THE BUILDING HEIGHT IS 54.5’ (AS 4. THE CONTRACTOR S'HALL NOTIFY THE FOLLOWING AT LEAST THREE WORKING DAYS BEFORE STARTING REMOVED DURING CONSTRUCTION. ALL DISTURBED AREAS SHALL BE RETURNED TO THEIR ORIGINAL CORNERS OF THE RESIDENGE. CONSTRUCTION WILL BE REPAIRED THE SAME DAY
MEASURED PER THE ZONING ORDINANCE) DEMOLITION NOTES: ?3’%‘:8?'3.}%%?2?% (301) 371-6171 CONDITION OR BETTER. .
THE REQUIRED SETBACK IS 136.25 POTOMAC EDISON (ELECTRIC) (301) 6944484 8. THE CONTRACTOR SHALL NOTIFY MISS UTILITY (1-800—257—7777) 72 HOURS PRIOR TO START OF ALL 121727 AND 27 WHC PIPING SHALL BE SDR—11, 160 PSI, HOPE PIPING WITH APPROPRIATE FITTINGS, . - —— N A,
PROVIDED SETBACK: 155.93 1. DEMOLITION OF LIVE SANITARY SEWER VERIZON (TELEPHONE) 1-800-275-2355 CONSTRUCTION. Frederick County Soil Conservation District N\ )
FREDERICK COUNTY DPW (301) 6001132 ; ; % =l
ggﬁﬁs%éAﬁEgﬂg?Erg ngg\'lgﬁTTHE WASHINGTON GAS (GAS) ((301)) 662—2151 9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING SILT AND DEBRIS OUT OF THE SANITARY GENERAL NOTES FOR STORM DRAIN CONSTRUCTION Erosion and Sediment Control Plan Approval
MATERIAL AND DRAINAGE FROM COMCAST (TV CABLE) (301) 662-6822, EXT 133 SEWER SYSTEM FOR THE DURATION OF THE CONTRACT. 1. ALL STORM DRAIN SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE LATEST EDITION OF THE )0t
PARKING TABULATION ENTERING THE COLLECTION SYSTEM. MISS UTILITY (ALL UTILITIES) 1-800-257-7777 10. THE CONTRACTOR SHALL MAINTAIN ACCESS TO ALL PROPERTY OWNERS AT ALL THE CONTRACTOR, CENERAL SPECIFICATIONS OF MARYLAND STATE HICHWAY ADMINISTRATION AND THE TOWN OF BY: — : =
STANDARD SPACES (9'x 18")...ccceuveererennes 229 LINES REMAINING WITHOUT A STRUCTURE 5. A PRECONSTRUCTION MEETING WILL BE HELD WITH THE TOWN OF MIDDLETOWN AND FREDERICK T o A ROV A WL _COORDINATE. WITH PROPERTY OWNERS IF ACCESS MUST BE : District Manager or Designee S
e COUNTY ECS PRIOR TO THE START OF CONSTRUCTION. CONTACT OF FREDERICK COUNTY AT - NS RS
FUTURE EV SPACES (9'X20').ccccvessussscsssnn > gumL%EgEGg&mKE%RMJSTUTEEAgggAfI"lC;<N * 301-600-1132 TO SCHEDULE. THE TOWN WILL REQUIRE SUBMITTALS FOR ALL WATER, SEWER, STORM 1. ALL WATER MAINS ARE TO BE DUCTILE IRON PIPE CLASS 52 FOR 8" DIAMETER AND LARGER OR AS 2 GTATE HIGHWAY ADMINISTRATION. UNLESS OTHERWISE NOTED. O DFTAILS OF THE MARTLAND o TR S
’ d . . . . 7SSIONAL BN
ACCESSIBLE SPACES (8'x 18').....ccceuuuiuuiuncu. 9 2. DEMOLITION OF WATER LINE LINES MAY DRAIN AND ROAD MATERIALS. (CONTRACTOR SHALL DELIVER HARD COPIES OF SUBMITTALS TO TOWN REGUIRED BY THE DIRECTOR OF PUBLIC WORKS. 6" AND SMALLER DIAMETER SHALL BE CLASS 54 OR DATE: TIANAR TS July 2025
'« 18’ " REQUIRE SHUT DOWN AND REMOVAL OF AFTER REVISION BY ENGINEER OF RECORD). THE TOWN WILL RETAIN 3 COPIES AND ADDITIONAL AS REQUIRED BY THE DIRECTOR. NO FOREIGN FITTINGS ARE PERMITTED IN THE TOWN SYSTEM. ALL 3. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED FROM AVAILABLE RECORDS; Plan is valid for 2 years from date of approval
TOTAL PROPOSED 45 PRgSSURE LINE_T0 BE REMOVED SHALL COPIES TO BE PROVIDED AS NECESSARY FOR THE CONTRACTOR'S USE. FITTINGS AND VALVES SHALL HE ANCHORED WITH DUCTILE IRON RESTRAINING DEVICES AND ADJACENT HOWEVER, THE CONTRACTOR MUST DETERMINE THE EXACT LOCATION AND ELEVATIONS OF THE MAINS
....................................... . PIPE SHALL BE ANCHORED FOR THE REQUIRED RESTRAINED LENGTH. SEE THE RESTRAINED LENGTH BY DIGGING TEST PITS BY HAND AT ALL UTILITY CROSSINGS, WELL IN ADVANCE OF TRENCHING. IF . . .
BE PLUGGED AT THE MJ CONNECTION 6. ASBUILTS SHALL BE SUBMITTED BY THE CONTRACTOR TO THE TOWN PRIOR TO RELEASE OF FINAL TABLE FOR ACTUAL REQUIREMENTS. ALL SANITARY SEWER IS TO BE PVC PIPE SDR 35 FOR DEPTHS CLEARANCES ARE LESS THAN SPECIFIED ON THIS PLAN OR LESS THAN 12” WHEN NOT SPECIFIED, S.C.D. approval for sediment and erosion control is tessional Certificat
EXISTING SPACES TO BE DEMOLISHED.......133 WITH AN MJ PLUG. THE 12" WATER LINE PAYMENT. THE TOWN REQUIRES (1) MYLAR COPY, (2) BLACK LINE COPIES AND (1) ELECTRONIC COPY OF 4 FEET TO 15 FEET. PVC C—900 SHALL BE USED FOR SEWER DEPTHS LESS THAN 4 FEET OR CONTACT THE CIVIL ENGINEER AND/OR THE INSPECTOR AND THE APPROPRIATE UTILITY OWNER in accordance with the 2011 Maryland Standards and Professional Certification.
IS A PRIMARY LINE TO FILL. THE IN PDF FORMAT. GREATER THAN 15 FEET. NO SEWER SHALL BE DEEPER THAN 18 FEET. BEFORE PROCEEDING WITH CONSTRUCTION. Specification for Soil Erosion and Sediment Control Imceergfnydﬂt]ﬁ;ttTeasrﬁ :%%m?cr:ﬁ Svg;ri fgfgsa;?:nt;rl aEr;pgrionvs:rby
ELEVATED TANK. SHUTDOWN WILL 7. THE CONTRACTOR SHALL COORDINATE HIS WORK SCHEDULE WITH THE TOWN OF MIDDLETOWN. THE 12. 1" WATER HOUSE CONNECTIONS AND WATER SYSTEM APPURTENANCES SHALL BE IN ACCORDANCE WITH 4. WHERE ANY PART OF THE STORM DRAIN SYSTEM IS LOCATED IN FILL SECTION, PROVIDE SELECT FILL and ot °°”t'”ge’.’tt upon issuance of all applicable under the laws of the State of Maryland, license number
. REQUIRE COORDINATION WITH THE TOWN TOWN OF MIDDLETOWN SHALL HAVE FINAL AUTHORITY ON THE CONTRACTOR'S WORK SCHEDULE. THE FOLLOWING: MATERIAL COMPACTED TO 95% AASHTO T-I80 DENSITY FROM APPROVED SUBGRADE UP TO reguiatory permit. 26524, expiration date _07/19 /2027 .
OF MIDDLETOWN. STRUCTURE BOTTOM SLABS AND/OR PIPE BEDDING.
— 10 SPACES FOR BUS DRIVERS 4. STORM DRAINS TO BE REMOVED AND 8. THE EXISTENCE AND LOCATION OF UNDERGROUND UTILITIES OR STRUCTURES ARE SHOWN IN AN . CORPORATION STOPS: BY FORD METER BOX COMPANY CORPORATION STOP FORD FB 1000-4Q,
— 30 SPACES FOR FCPS MAINTENANCE . APPROXIMATE WAY ONLY. THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL EXISTING OR MUELLER B—25008N. 5. FOR LOCATIONS OF ALL UTILITIES, CALL MISS UTILITY, 1 —800—257—7777, 72 HOURS IN ADVANCE OF
—  B0—100 SPACES FOR ELEMENTARY SCHOOL STRUCTURES OR PIPES TO BE PLUGGED UTILITIES AND STRUCTURES BEFORE COMMENCING THE WORK, THE CONTRACTOR SHALL CONTACT MISS ANY WORK IN THIS VICINITY.
SHALL BE PLUGGED WITH DOUBLE—-WYTHE UTILITY AT LEAST THREE WORKING DAYS IN ADVANCE OF THE WORK. J.  SEE TOWN STANDARD DETAILS FOR THE METER VAULT SETTING.
— 105-125 FOR MIDDLE SCHOOL BRICK AND MORTAR. 6. ALL RIPRAP TO BE UNDERLAID WITH NONWOVEN GEOTEXTILE PER MDE SEDIMENT CONTROL OWNER/DEVELOPER CERTIFICATION o . _
9. EXISTING UTILITIES ARE SHOWN FROM AVAILABLE RECORDS. CONTRACTOR SHALL FIELD VERIFY, BY K. ALL BRASS MATERIALS SHALL BE STAMPED WITH NL SIGNIFYING NO LEAD CONTENT. REQUIREMENTS. ALL RIPRAP TO BE UNGROUTFD STONE UNLESS OTHERWISE NOTED. B
TEST PITS, IF NECESSARY, ALL LOCATIONS AND ELEVATIONS PRIOR TO CONSTRUCTION. ANY UTILITY |/WE HEREBY CERTIFY THAT ANY CLEARING, GRADING, |
DAMAGED BY THE CONTRACTOR SHALL BE REPAIRED IMMEDIATELY BY THE CONTRACTOR AT NO 13. ALL SEWER HOUSE CONNECTION CLEANOUTS AND WATER HOUSE CONNECTION CURB STOPS ARE TO BE 7. NOTIFY THE TOWN OF MIDDLETOWN 48 HOURS IN ADVANCE OF EXCAVATION IN VICINITY OF SEWER CONSTRUCTION AND/OR DEVELOPMENT WILL BE DOME ~
T EXPENSE TO THE TOWN OR THE ENGINEER AND REPAIRED IN ACCORDANCE WITH THE REQUIREMENTS LOCATED WITHIN 2 OF THE PROPERTY OR RIGHT OF WAY LINE AND IN LAWN AREAS. AND WATER MAINS UNDER WHICH THE STORM DRAINAGE IS TO BE INSTALLED. PURSUANT TO THIS PLAN AND THAT ANY |
Cr [L( I S :J or T LTLTY ONER: 14. NO OUTSIDE DROPS SHALL BE PERMITTED ON SEWER MANHOLES IN THE TOWN SEE THE TOWN DETAILS 8. GRADE ALL DISTURBED AREAS TO MAINTAIN POSITIVE DRAINAGE. RESPONSIBLE PERSONNEL INVOLVED IN THE l
M Q D fl \ﬂj L J 10. SHOULD THE CONTRACTOR DISCOVER DISCREPANCIES BETWEEN THE PLANS AND THE ACTUAL FIELD FOR THE STANDARD INSIDE DROP REQUIRMENTS. MANHOLE INTERIOR JOINTS DO NOT NEED TO BE CONSTRUCTION PROJECT WILL HAVE A CERTIFICATE OF )
wr CONDTIONS ENCOUNTERED, THE TOWN, THE OWNER, AND THE ENGINEER SHALL BE NOTIFIED PATCHED OR DAMP PROOFED. EXTERIOR JOINTS TO BE DAMP PROOFED WITH MASTIC. 9. ALL STORM DRAINAGE PIPE WITHIN THE RIGHT OF WAY TO BE REINFORCED CONCRETE PIPE (RCP) ATTENDANCE AT A DEPARTMENT OF NATURAL T —
IMMEDIATELY TO ARRIVE AT AN ACCEPTABLE RESOLUTION. STORM DRAIN PIPE, AND PLACED AS FOLLOWS: ALL STORM DRAINAGE PIPE WITHIN THE PUBLIC RIGHT RESOURCES APPROVED TRAINING PROGRAM FOR THE Il | | /1 \\
0 0 o 15. ALL SANITARY SEWER MANHOLES COVERS TO BE LABELED “TOWN OF MIDDLETOWN”. ANY SANITARY OF WAY SHALL BE RCP AND SHALL CONFORM TO ASTM C76 STANDARDS WITH O—RING JOINTS AND CONTROL OF SEDIMENT AND EROSION BEFORE | I—
1. THE CONTRACTOR SHALL RESTORE ALL DAMAGE TO ROADS, GRASS AREAS, SIDEWALK. PAVING, CURB SEWER MANHOLE THAT IS LOCATED IN GREEN SPACE AREAS SHALL BE CONSTRUCTED 1’ HIGHER THAN GASKETS IN ACCORDANCE WITH ASTM C443 STANDARDS. PIPE MATERIAL SUBSTITUTIONS MUST BE O \
I X & GUTTER, AND GRAVEL AREAS UPON COMPLETION OF WORK AT NO ADDITIONAL COST TO OWNER FINISHED GRADE. MANHOLES SHALL BE CONSTRUCTED WITH “A—LOK OR STAR SEAL STYLE PIPE TO APPROVED BY THE TOWN ENGINEER. BEGINNING THE PROJECT. \
o AND TO THE SATISFACTION OF THE OWNER & TOWN. MANHOLE SEALS. BOOT STYLE SHALL BE BY SPECIAL EXCEPTION GRANTED BY THE DIRECTOR OF 1 i L !
>< OPERATIONS. 10. PROVIDE DOMESTICALLY PRODUCED CASTINGS WITH THE TOWN OF MIDDLETOWN IDENTIFICATION. INLET P s 07/18/2025 | \
o 12. THE CONTRACTOR SHALL BE RESPONSIBLE FOR AVOIDING AND/OR CLEANING UP DUST AND MUD ON CASTINGS SHALL BE IN ACCORDANCE WITH DETAIL SD—I OF THE MIDDLETOWN STANDARDS. wan Otaga | o
T ALL ROADS DUE TO VEHICLES ARRIVING AND LEAVING THE JOB SITE AS PART OF HIS WORK. 16. CURBS TO BE PAINTED SAFETY YELLOW 7.5’ EACH SIDE OF A FIRE HYDRANT. SIGNATURE OWNER /DEVELOPER DATE | -
J 11. ALL STORM DRAINAGE STRUCTURES SHALL BE MANUFACTURED WITH ALL STORM DRAINAGE
. C/ 13. IT SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION SPECIFICALLY ANY WORK WHICH 17. ANY STRUCTURES BUILT OVER OR IN ANY UTILITY EASEMENT WITHOUT PRIOR APPROVAL OF THE TOWN CONNECTION OPENINGS PROVIDED. FUTURE PIPE CONNECTIONS SHALL BE BRICKED SHUT IN THE FIELD. BRIAN STAIGER DIRECTOR OF CAPITAL PROGRAMS l__ I
;/,,_L WOULD NORMALLY BE REQUIRED TO COMPLETE THE PROJECT SHALL NOT RELIEVE THE CONTRACTOR SHALL BE REMOVED AT THE OWNERS EXPENSE. ANY DEVIATION FROM THIS PROCEDURE MUST BE APPROVED BY THE TOWN ENGINEER. ALL BRINT NAME TITLE -
OF HIS RESPONSIBILITY TO COMPLETE SUCH WORK. STRUCTURES AND MANUFACTURERS MUST BE MDSHA APPROVED OR ON THE APPROVED SUBSTITUTES KEY MAP
o 18. ALL SANITARY SEWERS AND SANITARY MANHOLES SHALL BE PRETESTED BY THE CONTRACTOR PRIOR LIST PUBLISHED BY MDSHA.
\ 14. REMOVAL AND REPLACEMENT OF DISTURBED CURB & GUTTER AND SIDEWALK SHALL BE TO THE TO SCHEDULING THE TOWN REPRESENTATIVE FOR FORMAL TESTING. N Rev. Description Date
N & NAREST JONT- "% INSPECTOR AND,/OR ENGNEER TO MEET FIELD REQUIREMENTS. o CF e o ENGRNEEE.S DESIGH. CERTIEIGATION
- 19. ALL WATERLINE MATERIALS AND CASTINGS MUST BE DOMESTICALLY PRODUCED. :
S W ~_ o 15. PROVIDE DEPRESSED HANDICAPPED RAMPS AT THE INTERSECION OF ALL NEW SIDEWALK AND STREETS | HEREBY CERTIFY THIS PLAN HAS BEEN DESIGNED IN
OR DRIVEWAY INTERSECTIONS. APPROVED MATERIALS 13. WHERE STORM DRAIN PROFILES ARE NOT OF APPROPRIATE DEPTHS TO FACILITATE THE MINIMUM ACCORDANCE WITH LOCAL ORDINANCES, COMAR 26.17.01,
\ DEPTH OF THE SPECIFIED STRUCTURE, CONTACT THE DESIGN ENGINEER FOR MODIFICATION. AND 2011 MARYLAND STANDARDS AND SPECIFICATIONS
16. ALL NEW STORM DRAIN REINFORCED CONCRETE PIPE SHALL BE CLASS IV UNLESS INDICATED WATER: FOR SOIL EROSION AND SEDIMENT CONTROL AND IS
~_ OTHERWISE ON THE PLANS. : 14. THE STORM DRAIN SYSTEM SHALL BE FLUSHED WITH WATER PRIOR TO ACCEPTANCE BY THE TOWN. CONTINGENT UPON ISSUANCE. OF ALL. APPLICABLE
sc\:j _— < 17. PLACEMENT OF ANY CONCRETE WORK SUCH AS CURB & GUTTER, SIDEWALKS, DRIVEWAY APRONS, ETC. GATE VALVES: AFC 2500, MUELLER A2360, KENNEDY KENSEAL Il RW 15. NO 3’ DIAMETER COG AND COS BASES SHALL BE ACCEPTED BY THE TOWN. REGULATORY PERMITS. IF APPLICABLE, THIS PLAN IS ALSO
— SHALL HE COMMENCED ONLY AFTER RELOCATION AND/OR INSTALLATION OF ALL UTILITIES INCLUDING DESIGNED IN ACCORDANCE WITH THE REQUIREMENTS
EX 12'W GAS LINES, ELECTRICAL LINES, CONDUITS, TELEVISION CABLE, WATER AND SEWER LINES ARE IN PLACE. FIRE HYDRANTS: AFC B62B, MUELLER SUPER CENTURION. KENNEDY K8I (SAFETY RED ONLY) 16. ALL GRATE INLETS SHALL BE ADJUSTED TO GRADE USING MDSHA CONCRETE MIX 6. CONTAINED WITH USDA. NRCS "STANDARDS AND
- R - / 18. CONTRACTOR SHALL ADJUST ALL EXISTING UTILITIES TO MATCH PROPOSED GRADE. VALVE BOXES AND CURB BOXES: DOMESTICALLY PRODUCED, CURB BOXES WITH KEY EXTENSION 18~ 17. ADJUSTMENTS TO COG OR COS TOPS MAY BE BY BRICK FOR NO MORE THAN 1 COURSE OR 3 INCHES. SPECIFICATIONS FOR PONDS MD-378" AND THE POLICIES
r U MINIMUM. ADJUSTMENTS MORE THAN THIS SHALL BE MADE BY UTILIZING MDSHA CONCRETE MIX 6. AND PROCEDURES OF THE MARYLAND DEPARTMENT OF
19. ALL EXISTING SIGNS SHALL BE RELOCATED BEHIND NEW CURB AT LOCATIONS DESIGNATED BY THE . THE E M SAFETY PROGRAM IMPROVEMENT PLANS 07/25/2025
\l / TOWN REPRESENTATIVE. 17 WATER HOUSE CONNECTIONS AND WATER SYSTEM APPURTENANCES SHALL BE IN ACCORDANCE WITH THE 18. ALL EXISTING STORM DRAIN PIPE AND STRUCTURES NOT UTILIZED SHALL BE REMOVED AND BACK :
; 20, ALL EXISTING FENCES DISTURBED SHALL BE RELOCATED OR REPLACED AS SHOWN ON THE PLANS FOLLOWING: FILLED WITHIN THE LIMIT OF DISTURBANCE. ANY EXISTING SD TO BE ABANDONED THAT EXTENDS u - No. Description Date
\ 3 & ’ : A. CORPORATION STOPS: BY FORD METER BOX COMPANY CORPORATION STOP FORD FB 1000-4Q, OUTSIDE THE RIGHT=OF—WAY IS TO BE BRICKED SHUT AT THE RIGHT—OF—WAY LINE. 26524
. B N 21. THE CONTRACTOR SHALL COORDINATE THE RELOCATION OF EXISTING ELECTRIC, TELEPHONE. CABLE TV, OR MUELLER B—25008N (1%). 19. PRECAST STANDARD STRUCTURES MAY BE USED IN LIEU OF STANDARD STRUCTURES. ENGINEER’S SIGNATURE P.E. NO.
1 T “ AND GAS FACILITIES WITH THE UTILITY OWNERS AND THE TOWN OF MIDDLETOWN. o SEE TOWN STANDARD DETALLS FOR THE METER VAULT SETTING
22. THE CONTRACTOR SHALL STAGE HIS WORK TO ALLOW THE CONTINUED USE OF ALL EXISTING ACCESS ' ' PAVING AND STRIPING NOTES SHAWN BENJAMINSON, P.E. 07/18/25 _
= - DRIVEWAYS TO RESIDENCES, COMMERCIAL, AND MUNICIPAL ESTABLISHMENTS DURING CONSTRUCTION FOR EXISTING SERVICES THAT ARE 3/4”, PROVIDE FOR FB 1000-3Q OR MUELLER B—25008N (3/4), FB 1. ALL CONSTRUCTION METHODS AND MATERIALS USED SHALL CONFORM TO THE LATEST REQUIREMENTS PRINT NAME DATE TAX MAP:065B
AND TO ALLOW INGRESS/EGRESS FROM SUCH ACCESS POINTS. 1000-6Q (1—1/2"). CURB STOPS SHALL BE B44—333Q OR B—25209. TAPPING SADDLE FOR |” AND OF THE M.S.H.A. STANDARD SPECIFICATIONS FOR CONSTRUCTION AND MATERIALS, LATEST EDITION, GRID:11
/ ABOVE. ALL BRONZE FORD S90 STYLE, 2—PIECE. COPPER TYPE K IN THE APPROPRIATE SIZE SHALL UNLESS NOTED OTHERWISE. PARCEL 0730
23. EXPANSION JOINTS ARE TO BE PLACED BETWEEN JOINTS OF NEW CONCRETE AND EXISTING CONCRETE. BE CONTINUOUS WITHOUT JOINTS FROM THE CORPORATION TO THE CURB STOP UNLESS CERTIFICATION OF THE DISTURBED AREA QUANTITY :
, L MANUFACTURERS STANDARD ROLL SIZE IS PROHIBITIVE. ] :
B 24, DEMOLITION OF LIVE SANITARY SEWER LINES WILL REQUIRE PLUGGING THE DOWNSTREAM END TO 2. ALL CURB FILLETS HAVE A RADIUS TO FACE OF CURB AS SHOWN ON THE PLANS | HEREBY CERTIFY THAT THE ESTIMATED TOTAL AMOUNT TAX MAP:055H
PREVENT MATERIAL AND DRAINAGE FROM ENTERING THE COLLECTION SYSTEM. LINES REMAINING TEMPORARY WATERLINE: MINIMUM 3” MAIN AND 3/4"SERVICE, SHUT OFF VALVE AT EACH SERVICE, 3. FIELD ADJUSTMENTS SHALL BE MADE AS NECESSARY TO PROVIDE A SMOOTH TRANSITION BOTH '
OF AREA TO BE DISTURBED SHOWN ON THESE PLANS HAS
= L \f] EX-W — ] LW(l)Tc":*AOTl'JOTNA STRUCTURE SHALL BE MARKED WITH TREATED 4 X 4 PAINTED GREEN FOR FUTURE DISINFECTED AT THE PROJECT SITE PRIOR TO CONNECTION. PROTECTED AS NEEDED FOR FREEZING VERTICALLY AND HORIZONTALLY FROM EXISTING TO PROPOSED PAVING SECTIONS. BEEN COMPUTED TO 28.456 C.Y. OF EXCAVATION. 20.001 GRID:23
s E = . AND TRAFFIC. ’ AL » 2V, .
© B = 4. GUTTERS AND PAVING SHALL BE INSTALLED IN SUCH A MANNER AS TO INSURE POSITIVE DRAINAGE IN C.Y. OF FILL AND THE TOTAL AREA TO BE DISTURBED AS PARCEL:0680
25. DEMOLITION OF WATER LINE LINES MAY REQUIRE SHUT DOWN AND REMOVAL OF PRESSURE. LINE TO GRADES SHALL BE MAINTAINED BY SETTING UP ADDITIONAL STAKES FROM THE STAKEOUT AND USING ALL AREAS, AS SHOWN. SHOWN ON THESE PLANS HAS BEEN DETERMINED TO BE
BE REMOVED SHALL BE PLUGGED AT THE MJ CONNECTION WITH AN MJ PLUG. THE 12" WATER LINE IS STRINGLINE BETWEEEN. LEVEL OFF THE STRINGLINE OR STAKES TO SET THE SUBGRADE AND TOP OF 1.075.1 u FEET, OR 24.68 ACRES
- N ?omMét}-'RL |||5wa _l'_l'(()) wgnu_ THE ELEVATED TANK. SHUTDOWN WILL REQUIRE COORDINATION WITH THE PIPE. 5. ALL CURB & GUTTER SHALL BE PER CURB & GUTTER DETAIL AS SHOWN ON THESE PLANS. e ' : )
[ﬂ D "W ' T Drawing Title:
6"W SERVICE LINES SHALL BE BEDDED IN NATURAL SAND AND BACKFILLED TO 12 INCHES
- 26. STORM DRAINS TO BE REMOVED AND STRUCTURES OR PIPES TO BE PLUGGED SHALL BE PLUGGED ABOVE THE PIPE IN ACCORDANCE WITH THE APPROVED PLANS. FOR MAINS IN EXISTING ROADWAYS THE 6 %”EREEX.';%?,Z°§ER,EZ@,GETME’;ZE“QB{EE .;’E”";iw%u‘?r”‘;ﬁg }ié.?oé%ﬁﬁ% TT% ?EgJREXE%%%RPQ&%Eﬂé 26524
WITH DOUBLE-WYTHE BRICK AND MORTAR. TRENCH SHALL BE BACKFILLED TO ROAD SUBGRADE WITH DCR6 (FULL DEPTH). PROVIDE DETECTABLE WITH THE CONSTRUCTION. ALL EXISTING SIDEWALK, CURB & GUTTER TO BE REMOVED SHALL BE LENGINEER'S SIGNATURE P.E. NO.
TAPE 12” ABOVE THE PIPE. PROVIDE 10 GA COPPER INSULATED TRACER WIRE FROM VB TO VB. gg’#ﬁv&anTzoo J;'E LIP\F?E\?JRESREEEEIQR%Q&“EN} SS&[())EO%LI%R &JSR'% 5‘,& GUTTER SHALL MATCH EXISTING CIVIL
o WATER AND SEWER NOTES INTERIOR OF PIPE SHALL BE FREE OF ROCKS, STONES AND OTHER DEBRIS THAT CANNOT BE FLUSHED OUT ' ' g:mWrNNiEA"éJAM'NSON' P.E. 8;4:: 8/25 COVER
. OF THE SYSTEM. UTILITY CONFLICTS SHALL BE BROUGHT TO THE ATTENTION OF THE DIRECTOR OF 7. WHEN THE FINAL COURSE OF HOT MIX ASPHALT IS INSTALLED, OVERLAP EXISTING JOINTS BY A
1. ALL WATER AND SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE TOWN OF MIDDLETOWN'S .
OPERATIONS. ALL FITTINGS AND VALVES SHALL EMPLOY DUCTILE IRON RESTRAINING GLANDS AND PIPE IN MINIMUM OF 12 INCHES, SEAL ALL TRANSVERSE JOINTS WHERE NEW MEETS OLD WITH AC—20.
DESIGN MANUAL ADOPTED JUNE 14, 1999, ANY SPECIAL PROVISIONS AND AMENDMENTS THERETO. THE RESTRAINED ZONE (RESTRAINED LENGTH TABLE IS ON PLANS AND TYPICALLY SHOWN ON THE PROFILE) SHEET
SHALL BE RESTRAINED BY USE OF ‘FIELD LOCK” GASKETS OR EQUAL. RED TAPE SHALL BE APPLIED TO 8. ALL STRIPING SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE ‘“MANUAL ON UNIFORM
2. THE CONTRACTOR SHALL NOT TAP OR OTHERWISE PENETRATE EXISTING WATER AND SEWER MAINLINES
THE JOINT UTILIZING A ‘FIELD LOCK” GASKET. FINISHED GRADE AT THE HYDRANTS SHALL BE A MINIMUM OF TRAFFIC CONTROL DEVICES.”
EX8'W W WITHOUT PRIOR APPROVAL FROM THE TOWN OF MIDDLETOWN. 18 INCHES BELOW THE STEAMER NUT AND PREFERABLY AT 4 TO 6 INCHES BELOW THE BRAKE AWAY APPROVED: -
e l ‘1_I— . 3. THE CONTRACTOR SHALL NOT OPERATE VALVES ON EXISTING WATER AND/OR SEWER MAINS WITHOUT FLANGE. 9. mé'lTHEigll?-sL;?E QC:(??ASIEW%FCSKF\?E'\'SDS.STOP BARS SHALL BE MORTON DURA-STRIPE METHYL TOWN OF MIDDLETOWN PLANNING COMMISSION Project No.: 007196.00 Checked by: SPB
WATER SYSTEM LOCATION PLAN PRIOR APPROVAL FROM THE TOWN OF MIDDLETOWN. AFTER CONSTRUCTION OF THE LINE, FLUSH AND PERFORM A HYDROSTATIC TEST (NORMALLY 150 PSI AT SDLETOWN 1S WILLING 76 FLUSH FIRE FVDRANTS AS &
THE HIGH POINT FOR 2 HOURS WITH CALCULATED PERMISABLE
4. THE CONTRACTOR IS RESPONSIBLE TO AVOID SPILLAGE OF RAW SEWAGE. THE CONTRACTOR SHALL
SCALE: 1"=200" FURNISH NECESSARY EQUIPMENT (SEWER PLUGGING, PUMPING, CONTAINMENT, ETC) TO PREVENT VETER OF CRADOATED. CONTANER MUST GE PROVIDED FOR. THE LEAKAGE MCASUREMENT. RESIDUAL MAINTENANCE AND OPERATION OF ONSITE HYDRANTS,
= SPILLAGE. - - . —
CHLORINE WILL BE MEASURED BY THE TOWN AND MUST BE 10 PPM AFTER 24 HOURS. A BACTERIA APPROVING AUTHORITY DATE
TEST AND POSITIVE RESULTS WILL BE REQUIRED PRIOR TO WHC'S BEING INSTALLED. (A MINIMUM OF 2 FOREST CONSERVATION REQUIREMENTS TO BE MET
SAMPLES SHALL BE TESTED.) THROUGH ON-—SITE PLANTING, AND LANDSCAPE CREDIT.
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