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I 3’ BELOW GRADE
= LENS' CLEAR GLASS
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Philips L Ine Specifications:
« 32, 4000K (NEUTRAL), LEDS, TYPICAL 75 COLOR
RENDERING INDEX (CRI), > 100,000 HOURS OF FAWS LUMENS | SYSTEM
OPERATIONAL LIFE (AT 25°C AMBIENT TEMPERATURE [POSITION WATTAGE
& 70% LUMEN MAINTENANCE, INJECTION MOLDED TYPE p 2789 >3
3 SHORT OPTICAL PLATES, IP66 RATED OPTICAL 3 768 yy
SYSTEM. 3 =578 pe
« INTEGRAL ADVANCE XITANIUM LED DRIVER, CLASS 1 4 6297 54
IP66 RATED, 800MA, 0-10V DIMMING, INTELLIVOLT 5 7017 61
120-277 VAC, 50-60 HZ, ROHS COMPLIANT, FIELD 6 7487 66
Grade REPLACEABLE 10KA/10KA SURGE SUPPRESSION. 7 8006 70
8 8276 74
o DELIVERED LUMENS: 8996, WATTAGE: 81W. ) 8636 77
FIELD ADJUSTABLE WATTAGE SWITCH (FAWS) (SEE 19 8008 3
CHART BELOW FOR SETTINGS). *FACTORY SET TO POSITION 10*
o LUMINAIRE CERTIFICATIONS:
o MANUFACTURED TO ISO 9001.2008 STANDARDS,
UL8750 & UL1598 COMPLIANT, ETL/CETL LISTED TO
U.S. & CANADIAN SAFETY STANDARDS FOR WET
LOCATIONS, LM79 & LM80 TESTED, DLC LISTED.
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Philips LEDgine Specifications: 32, 4000K (NEUTRAL), LEDS, TYPICAL 75 COLOR  RENDERING INDEX (CRI), > 100,000 HOURS OF OPERATIONAL LIFE (AT 25°C  AMBIENT TEMPERATURE & 70% LUMEN MAINTENANCE, INJECTION MOLDED TYPE 3 SHORT OPTICAL PLATES, IP66 RATED OPTICAL SYSTEM.  INTEGRAL ADVANCE XITANIUM LED DRIVER, CLASS 1 IP66 RATED, 800MA, 0-10V DIMMING, INTELLIVOLT 120-277 VAC, 50-60 HZ, ROHS COMPLIANT, FIELD REPLACEABLE 10KA/10KA SURGE SUPPRESSION. DELIVERED LUMENS: 8996, WATTAGE: 81W. FIELD ADJUSTABLE WATTAGE SWITCH (FAWS) (SEE CHART BELOW FOR SETTINGS). LUMINAIRE CERTIFICATIONS: MANUFACTURED TO ISO 9001.2008 STANDARDS, UL8750 & UL1598 COMPLIANT, ETL/CETL LISTED TO U.S. & CANADIAN SAFETY STANDARDS FOR WET LOCATIONS, LM79 & LM80 TESTED, DLC LISTED.
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NOTES:
#  SQ D H223NDS FUSSIBLE
250V DISCONNECT
#2 SQ D QO0120M100 LOAD CENTER
4 240/120V SINGLE PHASE
#2 #3 APX PAD MOUNT CABINET
(16.25"WX 40"HX15"D)

#4 4”7 CONCRETE SLAB (36"X 387X 4")
#5 37 SCHED. 80 PVC CONDUIT TO
SERVICE POLE WITH 1/4” PULL
ROPE
5 3 »
# # #7 4-11/2" PVC CONDUITS TO POLE
l LIGHTS
#8 GROUND RODS
#9 #6AWG BARE COPPER GROUND WIRE
e 48 | ] | |
n | # il |
#9
30" TO TOP #7 24" 7O TOP
OF CONDUIT OF CONDUITS
| Y

NOTES FOR STREET LIGHTS AND POWER PEDESTALS:
1. THE TOWN OF MIDDLETOWN AS A STANDARD WILL BE ACCEPTING INSTALLATIONS, THEN OWNING AND MAINTAINING ALL STREET LIGHTS
IN NEW SUBDIVISIONS AND ACCEPTED PROJECTS.

2.THE DEVELOPER OR PROJECT OWNER WILL SUPPLY A LAYOUT DRAWING OF THE FIXTURES AND PROPOSED POWER DROPS TO THE
TOWN SO THAT THE TOWN CAN PROVIDE THE DRAWING TO THE POWER COMPANY FOR APPROVAL OF THE POWER DROP LOCATIONS.

3.THE POWER COMPANY SHALL PROVIDE THE POWER DROP TO THE PEDESTAL.

4.THE POWER PEDESTAL SHALL BE INSTALLED BY THE DEVELOPER OR PROJECT OWNER WITHIN TEN FEET OF A POWER COMPANY
TRANSFORMER OR POLE.

5.THE DEVELOPER OR PROJECT OWNER SHALL PROVIDE TO THE TOWN THE VOLTAGE DROP CALCULATIONS NEEDED TO SUPPORT THEIR
PROPOSED LIGHTING FIXTURE LAYOUT AND CIRCUIT CONFIGURATIONS. |.E. HOW MANY FIXTURES WILL BE ON EACH INDIVIDUAL
CIRCUIT AT THE INDIVIDUAL PEDESTALS. THESE CALCULATIONS WILL BE CERTIFIED BY A LICENSED PROFESSIONAL ELECTRICAL
ENGINEER IN THE STATE OF MARYLAND.

6.THE DEVELOPER OR PROJECT OWNER SHALL PROVIDE ALL ELECTRICAL CONDUIT AND WIRING INCLUDED ON THE TOWN APPROVED
PROJECT PLANS IN ORDER TO FACILITATE THE STREET LIGHTING INSTALLATION.

7.ALL WORK ASSOCIATED WITH THE INSTALLATION OF THE PROPOSED STREET LIGHTING WILL BE THE RESPONSIBILITY OF THE
DEVELOPER OR PROJECT OWNER.

8.THE DEVELOPER OR PROJECT OWNER IS REQUIRED TO PURCHASE AN ADDITIONAL 10% OVER THE QUANTITY OF STREET LIGHT
ASSEMBLIES TO BE INSTALLED, AND PROVIDE THOSE ADDITIONAL ASSEMBLIES TO THE TOWN TO BE USED AS REPLACEMENT
INVENTORY IN CASE OF DAMAGE OR DESTRUCTION AT A LATER TIME.

9.#3 SHALL BE POWDER COATED, FOREST GREEN, T-15, FROM APX.

10. THE DEVELOPER OR PROJECT OWNER SHALL SUPPLY PHOTOCELL CONTROL FOR EACH STREET LIGHT PROVIDED. THE PHOTOCELLS
SHALL BE MODEL INTERMATIC LED4536SC ELECTRONIC PHOTO CONTROL, LOCKING—TYPE MOUNTING.

11. THE DEVELOPER OR PROJECT OWNER SHALL SUPPLY A HAND HOLE FOR EACH LIGHT POLE AND FIXTURE INSTALLED. THE MODEL
OF THE HAND HOLE WILL BE OLDCASTLE ENCLOSURE SOLUTIONS — MODEL 910 HEAVY DUTY ROUND, H-SERIES, H—20 RATED, COLOR
GREEN, 10” DEPTH, MODEL 910 FLUSH COVER, ALL COMPONENTS SHALL BE POLYMER CONCRETE.
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